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VISCOUS CLUTCH WITH HIGH-SPEED
WIPER SYSTEM

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is related to U.S. patent application Ser.
No. 14/517,896 entitled BiMetal Activated Viscous Clutch
With Wiper on Clutch Disk, and U.S. patent application Ser.
No. 14/517,906 entitled Viscous Clutch Drive With Electro-
magnetic Activation and Wiper on Clutch Disk, both filed on
the same day as the present application.

TECHNICAL FIELD

The present invention relates to viscous clutch fan drive
systems, and more particularly to wiper members and scav-
enge systems for such drive systems.

BACKGROUND

The present invention relates to fluid-coupling devices of
the type including both a fluid working chamber and a fluid
reservoir chamber, and especially to providing an improved
and more efficient pumping mechanism for removing fluid
from the operating chamber.

Although the present invention may be used advanta-
geously in fluid-coupling devices having various configura-
tions and applications, it is especially advantageous in a cou-
pling device of the type used to drive a radiator cooling fan for
an internal combustion engine, and will be described in con-
nection therewith.

Fluid-coupling devices (“fan drives™) of the viscous shear
type have been popular for many years for driving engine
cooling fans, primarily because their use results in substantial
saving of engine horsepower. Typical fluid-coupling devices
operate in the engaged, relatively higher speed condition only
when cooling is needed, and operate in a disengaged, rela-
tively lower speed condition when little or no cooling is
required. These devices typically use wipers to control the
amount of viscous fluid exiting the working chamber to con-
trol the relative engagement of the fan drive at a given input
speed. Fan drives controlled by valve metering systems, such
as electromagnetic controlled valve systems or bimetal con-
trolled valve systems, achieve a very low disengaged fan
speed by removing nearly all the viscous fluid from the fan
drive labyrinth, or working chamber, during disengaged
operations. This is desirable in that it minimizes parasitic
power losses in the vehicle while improving fuel economy.

Conventional wiper systems include separate devices,
preferably made of a plastic material, that are positioned
between the clutch disk members and the housings. The wiper
members are positioned on, or attached to, the inside surface
of the housings and operate to pump viscous fluid into a
scavenge passageway from the working chamber. The scav-
enge passageway typically comprises passageways which are
machined into the housings.

It is an object of the present invention to provide unique
wiper members and scavenge systems for viscous clutches
which are improvements over known wiper members and
scavenge systems. It also is an object to provide improved
viscous clutch mechanisms with such unique wiper members
and scavenge systems, and which also may utilize a high-
speed reservoir.

SUMMARY OF THE INVENTION

The present invention provides an improved wiper member
and scavenge system for a viscous clutch fan drive, particu-
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larly a fan drive with a high speed reservoir. The present
invention also provides improved viscous fan drive systems
which incorporate an improved wiper member and scavenge
system.

In accordance with an embodiment of the invention, the fan
drive mechanism includes a housing which typically com-
prises a body member and a cover member. A fan member
attached to the outer housing rotates with it. The housing
includes one-half of a labyrinth fluid working chamber and is
rotatably positioned by one or more bearing members onto a
shaft member.

The shaft member is connected to a pulley member and
rotates at input speed inside the housing member. A clutch
disk member with the second one-half of the labyrinth fluid
working chamber is attached to the shaft member and rotates
with it. A fluid reservoir cover is attached to the clutch disk
member and also rotates with it at input speed along with the
viscous fluid in the reservoir.

A wiper member is positioned on the external peripheral
surface of the clutch disk member, preferably in the radial
clearance space between the clutch disk member and the
housing. The wiper member is a raised area preferably
formed integrally on the peripheral outer surface of the clutch
disk member. An opening is also located on the peripheral
surface, adjacent the wiper member, and opens into a scav-
enge passageway in the clutch disk member. The scavenge
passageway is a substantially radially oriented channel and
returns scavenge viscous fluid directly to the fluid reservoir
chamber.

A moveable valve member is also located in the fluid
reservoir and operates to selectively allow viscous fluid to
pass from the fluid reservoir chamber to the working cham-
ber. The valve member can be operated by an electromagnetic
mechanism or a bimetal mechanism, as desired in different
embodiments. The valve member is positioned and attached
in a manner to rotate with the shaft and clutch disk member.

The improved wiper member, as well as the improved
viscous fan drive have benefits and advantages over known
wiper members and known viscous fan drives, and are par-
ticularly beneficial for use with trucks and other large
vehicles. The high speed fluid reservoir increases the engage-
ment response of the fan drive, which is particularly impor-
tant at low fan speeds. Also, reducing the fan speed when
cooling is not needed results in lower parasitic losses and
improved fuel economy.

Other embodiments and features of the invention, together
with additional benefits and advantages, will be provided
below, in combination with the attached drawings and
appended claims.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 11is aperspective view of a viscous fluid drive accord-
ing to one embodiment of the invention.

FIG. 2 is a schematic cross-sectional view of the viscous
fluid drive of FIG. 1.

FIG. 3 is an exploded view of the fan drive components of
FIGS. 1 and 2.

FIG. 4 is an enlarged view of the wiper member integrally
formed and located on a clutch disk member in accordance
with one embodiment of the present invention.

FIGS. 5 and 6 are plan views of a clutch disk member for
use in the fan drive embodiment of FIGS. 1-3.

FIGS. 7 and 8 depict two embodiments of valve members
which can be utilized with the present invention.
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FIGS. 9 and 10 depict two different embodiments of valve
activation systems which can be utilized with the present
invention.

DESCRIPTION OF THE PREFERRED
EMBODIMENTS

The invention will be described herein relative to a fan
drive 10 for use in cooling engines of vehicles with internal
combustion engines. However, it is to be understood that the
invention and embodiments thereof can be utilized with most
viscous fluid fan drives for various engines. For example, the
fan drives can have valve mechanisms which are operated by
bimetal mechanisms or electromagnetic mechanisms, or any
other form of valve actuating mechanisms. In addition, the
fan drive can have a clutch disk and fluid reservoir which
rotate either at input speed or at the speed of the engaged fan.

Regardless of the fan drive and regardless of the speed of
rotation of the clutch disk and fluid reservoir, the embodi-
ments of the invention utilize a unique fluid wiping/pumping
system with a unique wiper member, as discussed below.

For purposes of describing the invention herein, the fan
drive embodiments have a valve mechanism which is either
operated by a bimetal controlled operation system, or an
electromagnetically controlled operation system, and where
the clutch disk and fluid reservoir are rotated at input speed.
The “input speed” is typically the speed of rotation of the
vehicle engine either directly, or through a transmission or
pulley system. The rotation of the fluid reservoir and wiper
member at input speed are also known as a “high-speed
reservoir” and a “high-speed wiper”. As indicated above,
these embodiments are meant to be exemplary of systems
which can utilize the invention, and are not meant to be
limited. For example, the viscous drive system described
herein can be utilized with engine accessory systems other
than fan drive systems, such as systems which drive alterna-
tors, air compressors, and the like.

As shown in FIGS. 1-6 in the drawings, the fan drive 10
includes a housing 12 which includes a cover member 14 and
a body member 16. The cover member 14 typically has a
plurality of cooling fins 15 positioned on its outer surface,
only a portion of which are shown in the drawings. Similarly,
the body member 16 has a plurality of cooling fins 17 posi-
tioned on its outer surface.

A clutch disk member 20 is positioned in the interior of the
housing and is fixedly connected to shaft member 22. The
shaft member is connected to a pulley member 24 which is
driven by an engine belt (not shown) at input speed. Thus, in
this embodiment, the pulley member 24, shaft member 22 and
clutch disk 20 all rotate at input speed.

The housing member 12, which consists of the body mem-
ber and cover member fixedly attached together, is positioned
rotatably on shaft member 22 by bearing member 26. A fan
member 70 comprising a hub member 72 and a plurality of
fan blade members 74 are positioned on the housing member
12. The fan member can be attached to the housing in any
conventional manner, such as by fasteners 75 positioned in
openings 76. In addition, the blade members 74 utilized on the
fan member 70 can be any size, shape and number as desired
for the function of the fan drive and the cooling needed for the
engine. The housing member and fan member rotate when a
cooling air stream is needed.

A fluid reservoir cover member 30 is also attached or
connected to the clutch disk member 20 and rotates with it.
The fluid chamber 32 in the reservoir cover member 30 con-
stitutes the fluid reservoir. The cover member 30 can be
attached to the clutch disk member 20 in any conventional
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manner, such as by cold rolling an annular ridge member (not
shown) formed on the clutch disk member. Viscous fluid (not
shown) in the fluid reservoir 32 rotates at the same high speed
as the clutch disk. This assists in transferring viscous fluid to
the working chamber 50 of the viscous fan drive in an earlier
and faster manner, particularly when the vehicle is started up
and/or when the cooling fan is initially started or is needed to
be put into operation.

The clutch disk member 20 is positioned in a circular
groove or channel 40 formed in the housing 12. The channel
40 can be formed in either the cover member 14 (as shown),
or the body member 16, or partially in each member at the
intersection of the two members.

The clutch disk 20 has a central area 34 in which the
reservoir cover 30 is positioned. The clutch disk also has a
central opening 36 for attachment to the central shaft member
22. The clutch disk can be securely mated or attached to the
shaft member in any conventional manner, such as being
force fit thereon, by using a key member (not shown), etc.

The working chamber 50 of the fan drive is where the
viscous fluid is utilized to cause the housing member 12 and
fan member 70 to rotate and assist in cooling the engine. The
working chamber 50 includes a labyrinth of interleaving con-
centric channels for the viscous fluid. The clutch disk 30 has
a series of labyrinth channels 52 which intermesh with a
series of labyrinth channels 54 in the housing 12. Preferably,
as shown, there are two labyrinths on the outer annular area of
the clutch disk, one on each side of the clutch disk, as well as
a pair of matching labyrinths in the housing 12. This increases
the response time and assists in the accurate control of the
desired speed of the cooling fan. It is also understood that only
one pair of interleaving labyrinths could be utilized, one set
on the clutch disk and a matching set on the housing.

It is also possible, as known in the art, to utilize a working
chamber that has other configurations of ridges and grooves,
or has smooth surfaces.

When it is desired to rotate the fan member 70, viscous
fluid is allowed to flow into the working chamber where it fills
the mating labyrinth channels, such as channels 52 and 54.
This causes the housing and fan to rotate due to the constant
rotation of the clutch disk member. The amount of viscous
fluid in the working chamber controls the speed of rotation of
the fan.

The clutch disk member 20 is preferably made of an alu-
minum material. The housing members, such as the cover
member and body member, as well as the shaft member, are
similarly preferably made of an aluminum material.

A wiper member 60 is positioned on the external circular
perimeter surface 23 of the clutch disk member 20. The wiper
member is positioned in the radial clearance space 25
between the clutch disk member 20 and the housing 12.

The wiper member is used to direct viscous fluid exiting the
working chamber 50 back into the fluid reservoir 32. For this
purpose, a scavenge opening 62 is provided in the clutch disk,
as shown in FIGS. 3-5. The opening leads to a scavenge
passageway 64 which opens radially into the central area 34
of the clutch disk, and thus into the fluid reservoir 32. Posi-
tioning the scavenge channel or passageway in the clutch disk
in this manner is more efficient and eliminates machining and
drilling procedures.

Unlike known wiper members, the wiper member 60 is
formed directly on the exterior surface 23 of the clutch disk
member 20 and thus rotates with the clutch disk at input
speed. The wiper member 60 preferably is formed integrally
with the clutch disk member. The wiper member could be
originally formed or molded as part of the clutch disk member
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when it is made, or the wiper member could be made sepa-
rately and then welded or otherwise integrally attached to the
clutch disk member.

Preferably, as an embodiment, as shown particularly in
FIG. 4, the wiper member 60 is formed with a front face 65
which has a recess 66 in which the scavenge opening 62 is
positioned. The wiper member also preferably has a height H
of'about 0.100 to 0.500 inches. The wiper member 60 also has
a ramp or angled surface 68 at the end opposite the front face
65.

The direction of rotation of the clutch disk member 20 in
the fan drive is shown by arrow 80 in FIGS. 5 and 6. This
allows the wiper member 60 to more efficiently scavenge the
viscous fluid and pump it into the scavenge passageway 64.

As described, the invention utilizes a high speed wiper
member 60 which is mounted on the outside diameter (“OD”)
of'the clutch disk member. This provides maximum scavenge
at all times. Typical known wiper systems utilize slow speed
wiper members. The wiper member 60 also passes fluid
directly back to the fluid reservoir 32 through a passageway
64 in the clutch disk member. This brings the fluid back
through the center of the clutch disk member eliminating
extra parts and manufacturing processes.

A cantilevered “flap-type” valve member 90 is positioned
on the clutch disk member 20 at the exit port 92 of the
scavenge passageway 64, as shown in FIGS. 5 and 6. The
valve member 90 is fixed at one end 94 and is free at the other
end 96. When the fluid reservoir 32 is full of viscous fluid, or
has a substantial quantity of viscous fluid in it, the fluid will
force the valve member 90 tightly against the exit port 92.
This is shown in FIG. 5. This prevents the viscous fluid from
reentering the scavenge passageway in the reverse direction
and returning to the working chamber. When there is an
insufficient amount of fluid in the fluid chamber, pressure of
the viscous fluid being scavenged from the working chamber
and being pumped radially inwardly through passageway 64
will open the valve member 90 and allow fiuid to pass freely
into the fluid reservoir chamber 32. This is shown in FIG. 6.

Another valve member 100 is positioned in the fluid reser-
voir 32 and is utilized to control the amount of viscous fluid
which is allowed to flow from the fluid reservoir 32 to the
working chamber 50. Viscous valve mechanisms for this pur-
pose are known in the art and conventional valve activation
mechanisms could be utilized with the invention. Exemplary
mechanisms can be activated by an electromagnetic system or
a bimetal system, or other activation systems known today.

The valve member 100 could be, for example, either of the
valve members 102 or 110 shown in FIGS. 7 and 8, respec-
tively. The valve mechanism 102 has an annular cylindrical
flange member 104, while the valve mechanism 110 has a
plurality of partial annual flange members 112, which are
used to open and close fluid openings 120 in the clutch disk
member 20. The openings are connected to the fluid laby-
rinths in the working chamber 50 as shown in FIGS. 5 and 6.

Depending on the valve activation mechanism or system
utilized, the valve member 100 can be moved axially or rota-
tionally in order to open and close the fluid openings 120. This
is discussed in more detail below. As an example, as shown in
FIG. 5, partial annular flange member 112 can be rotated in
the direction of arrow 115 to open and close the fluid openings
120. In FIG. 5, the fluid openings are closed, while in FIG. 6,
the fluid openings are open.

As indicated, the unique wiper and scavenge system can be
used in various viscous clutches in which valve members,
such as valve member 100, can be activated in different ways.
As examples, the valve member 100 can be activated by a
bimetal coil member 130, as shown in FIGS. 1-3, a bimetal
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strip member 160, as shown in FIG. 9, or an electromagnetic
mechanism 200, as shown in FIG. 10.

In the bimetal activation system depicted in FIGS. 1-3, the
bimetal coil member 130 is positioned in mounting member
132. The bimetal coil member is connected to rod member
134 which is rotatably positioned in housing 136. The rod
member 134 is fixedly attached to valve member 100. In this
embodiment, when the bimetallic coil member 130 heats up
and contracts in size, it rotates and causes rotation of rod
member 134 and valve member 100.

The bimetal coil member contains two metal materials
with different coefficients of expansion. When the bimetal
coil member is heated, the coil contracts and rotates. The
higher the temperature, the more the coil contracts and
rotates. In general, the amount of rotation of a coil-type
bimetal member depends on the types of metal materials, the
size of the coils forming the coil member, and the size of the
coil itself.

Bimetallic members have been used to convert temperature
changes into mechanical displacements. Bimetal members
consist of two strips of different metals which expand at
different rates as they are heated. The two different materials
are typically steel and copper, or steel and brass. The two
metal materials are joined together throughout their length,
such as by riveting, brazing or welding. The different expan-
sions of the two materials force the strip to expand or bend one
way if heated. If the bimetal member is a strip, then the metal
with the higher coefficient of thermal expansion is on the
outer side of the curve when the strip is heated.

A bimetallic coil member essentially is a flat bimetallic
strip member that is formed into a coil shape. It consists of
two layers of metal material with different rates of thermal
expansion and contracts radially, rather than bending one way
or the other.

With the embodiment shown in FIGS. 1-6, a bimetal actu-
ated viscous clutch fan drive is provided with a fluid reservoir
that rotates at input speed (“high”) speed. The high speed fluid
reservoir improves engagement response of the fan, espe-
cially at low fan speeds. Reducing the fan speed when the fan
drive is disengaged results in lower parasitic losses. This in
turn can improve fuel economy for the engine and vehicle.

The rotation of the valve member caused by the rotation of
the bimetal coil causes the flange members 112 to open the
fluid openings 120 and allow fluid to pass into the working
chamber. When the bimetal coil member 130 and valve mem-
ber 100 are at their “rest” position, little or no fluid can enter
the working chamber. The degree of coverage of fluid open-
ings 120 by the flange members 112 determines the amount of
fluid that can pass into the working chamber and thus regu-
lates the speed of rotation of the cooling fan 70. The speed of
the fan can range from little or no rotation to full rotation, and
infinitely in between.

FIG. 9 depicts another embodiment 150 of the invention.
This embodiment is similar to the embodiment of FIGS. 1-6
in that both utilize a bimetal member to activate a viscous
fluid valve member and both have a viscous fluid reservoir
that rotates at high (input) speed. Thus, both embodiments
have similar benefits and advantages.

The FIG. 9 embodiment is different from the FIG. 1-6
embodiment in that fan drive 150 includes a different bime-
tallic member and a valve member which is activated in a
different manner by a bimetal mechanism. Other features of
the viscous clutch fan drive which are common to these
described above relate to FIGS. 1-6 are indicated by similar
reference numbers.

The housing 152 includes a cover member 154 and a body
member 156. A bimetal strip member 160 is attached to the
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outer surface 158 of the housing 152. The bimetal strip mem-
ber is attached to mounting member 162 which positions the
strip member a short distance from the housing. The mount-
ing member is fixedly secured to the housing.

The cover member 154 has a plurality of fin members 15 on
the external surface. Similar fin members 17 are positioned on
the external surface of the body member 156. As indicated
above, the fin members assist in dissipated heat from the
viscous clutch. A fan member (not shown) is attached to the
housing similar to that described above with reference to
FIGS. 1-6.

The bimetal strip member includes two layers 160A and
160B of two different metal materials, each with different
coefficients of expansion. Layer 160B has a higher coefficient
of expansion and expands more than the layer 160A. When
heated, the bimetal strip member 160 curves downwardly
toward the outer surface 158 of the housing member.

Valve member 100 is positioned in the interior of the hous-
ing 152 and in the fluid reservoir. The valve member is
attached to a rod member 170 which is slidingly positioned in
shaft member 22. The rod member 202 is positioned in a
central bore or passageway 172 and slides inside the shaft
member 22 (see arrow 174).

When the rod member 170 is moved in the directions
indicated by arrow 210, the valve member 100 and flange
member 112 move in the same directions. The movement of
the valve member 100 opens and closes fluid ports 120 in the
clutch disk member 20 which regulate the passage of viscous
fluid to the working chamber 50. This is similar to the manner
in which movement of the valve member 100 in the embodi-
ment of FIGS. 1-6 opens and closes the fluid passageways,
except the movement of the valve member 100 is rotary in
FIGS. 1-6, while the movement of the valve member 100 in
FIG. 9 is axial.

Like the fan drive discussed above, the shaft member 22 is
attached to a pulley member and rotates at input speed. The
clutch disk member 20 is attached to the shaft member 22 and
rotates at the same speed. Similarly, the fluid reservoir 32
which is connected to the clutch disk member 20 by fluid
chamber cover 30 rotates with the clutch disk at input speed.

Similar to the viscous clutch embodiment described above,
the working chamber 50 includes labyrinths on the outer
portion of the clutch disk member 20 and mating labyrinths in
the housing member. A wiper member 60 positioned on the
OD of the clutch disk member 20 directs the viscous fluid
from the working chamber into scavenge channel or passage-
way 64. This is the same as the wiping and scavenge system
discussed above with reference to FIGS. 1-6.

The scavenged viscous fluid is directed into the viscous
fluid reservoir chamber 32 formed by reservoir cover member
30 which is positioned against the clutch disk member 20 and
rotates at the same speed.

The rod member 170 is biased by spring member 180 in an
axial direction toward the bimetal strip member 160. The top
end or head 182 of the rod member 170 is positioned in
contact with the bimetal strip member 160, or a small distance
from it. At this initial or “rest” position, the viscous fluid
passageways to the working chamber are closed, and there is
little viscous fluid in the working chamber.

Upon bending of the bimetal strip member 160 in a direc-
tion toward the outer surface 158 of the housing, the strip
member 160 contacts the rod member 170 and forces it in an
axial direction toward the pulley member. This in turn moves
the valve member 100 in an axial direction and opens the
passageways (or ports) 120 from the reservoir chamber 40
into the working chamber 50. The more the bimetal strip
member bends, the more the passageways 120 are opened,
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and the faster the fan member is rotated. As with the embodi-
ment discussed above, the speed of the fan member can be
changed infinitely from zero to full speed, depending on the
heat being applied to the bimetal strip member and the result-
ant amount of bending.

Another embodiment of a viscous fluid fan drive which can
be utilized with a wiper member and scavenge system in
accordance with the present invention is shown in FIG. 10 and
indicated by reference numeral 200. The fan drive assembly
205 includes a housing 202 which comprises a cover member
204 and a body member 206. A clutch disk member 20 is
positioned inside the housing and is secured to shaft member
22. Both the shaft member 22 and clutch disk member rotate
at input speed.

A fan member similar to fan member 70 discussed above,
is fixedly secured to the housing. The body member 206 is
positioned on the shaft member by a bearing member 26. The
housing (comprised of the cover member and body member)
rotates at fan speed.

Working chamber 50 consisting of at least one set of mat-
ing labyrinths is the same as working chamber 50 discussed
above. Viscous fluid is introduced into the working chamber,
causing the housing and fan member to rotate.

A fluid chamber cover 30 is positioned on the clutch disk
member 20 forming a fluid reservoir 32.

A wiper member is positioned on the perimeter of the
clutch disk member. The wiper member is the same as wiper
member 60 discussed above and depicted in the drawings,
especially FIGS. 3-4. In addition, a scavenge opening pas-
sageway and exit port are provided in the clutch disk member
20 the same as the scavenge port 62, scavenge passageway 64
and exit port 92 discussed above and depicted in the drawings.
With this arrangement, fluid scavenged from the working
chamber is pumped into the fluid reservoir 32. Preferably, a
cantilevered flap-type valve member is provided on the clutch
disk member the same as valve member 90 discussed above
and depicted in FIGS. 5 and 6.

Valve member 100' is provided in the fluid reservoir and is
the same as, or similar to, the valve member 100 discussed
above. A plurality of flange members 112' are positioned on
the valve member 100' and are the same as and perform the
same function as flange members 112 discussed above. The
flange members 112' are utilized to open and close the fluid
openings from the fluid reservoir to the working chamber 50.

With the embodiment shown in FIG. 10, the valve member
100 is activated by an electromagnetic system rather than a
bimetal system. An electromagnetic coil member 260 is uti-
lized to move pin member 170 axially in the direction of
arrow 270. The pin member 170 is positioned in central bore
member 172 in the shaft member 22.

The electromagnetic coil is positioned on the shaft member
22 by bearing 285 and electrically energized in a conventional
manner through a contact or lead (not shown).

In this embodiment, the electromagnetic coil is energized
when itis desired to rotate the fan member and cool the engine
and/or engine coolant. Movement of the pin member 170 in
the direction of arrow 270 results in a similar axial movement
of the valve member 100" and the flange member 112'. This
opens the passageways to the working chamber and allows
viscous fluid to enter the labyrinth and cause the housing and
fan member to rotate. The amount of axial movement of the
pin members, valve members and flange members controls
the speed of the cooling fan. This is controlled by the engine
computerized module. Thus, the speed of the fan can be
controlled from zero to full speed and any speed in-between.

A spring member 180 positioned between the valve mem-
ber 100' and a shoulder on the shaft member 22 maintains the
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valve member in its rest position, and also returns the valve
member to that position when the electromagnetic coil is not
energized.

Although the invention has been described with respect to
preferred embodiments, itis to be also understood that it is not
to be so limited since changes and modifications can be made
therein which are within the full scope of this invention as
detailed by the following claims.

What is claimed is:

1. A viscous clutch fan drive mechanism comprising:

a housing member, said housing comprising a cover mem-
ber and a body member;

a central shaft member positioned in the housing;

said shaft member connected to a pulley member and rotat-
able at input speed;

a clutch disk member positioned in the housing member
and fixedly attached to said shaft member;

said housing member positioned on said shaft member by
a bearing member;

a fluid chamber cover member connected to said clutch
disk member forming a fluid reservoir and rotatable with
said clutch disk member;

a fan member attached to said housing and rotatable there-
with;

a working chamber comprising at least one fluid surface
member positioned on said clutch disk member and at
least one mating fluid surface member positioned on
said housing member;

a scavenge passageway located in said clutch disk member
for passing viscous fluid from said working chamber to
said fluid reservoir through said clutch disk member,
said scavenge passageway having a first opening on the
circumferential outer diameter surface of said clutch
disk member;

a second opening of said scavenge passageway positioned
radially inward of said at least one fluid surface member
on said clutch disk member;

said second opening being located in said fluid reservoir;

avalve member located in said fluid reservoir and covering
said second opening; and

a wiper member located on said outer diameter surface of
said clutch disk member adjacent said first opening.

2. The viscous clutch mechanism as described in claim 1
wherein said wiper member comprises a radially outwardly
raised portion of said clutch disk member.

3. The viscous clutch mechanism as described in claim 1
wherein said wiper member has a first circumferential end
and a second circumferential end, said first circumferential
end positioned adjacent said first opening.

4. The viscous clutch mechanism described in claim 3
wherein said second circumferential end has a slanted sur-
face.

5. The viscous clutch mechanism described in claim 1
wherein said wiper member is integrally formed on said
clutch disk member.

6. The viscous clutch mechanism described in claim 1
wherein said fluid surface member positioned on said clutch
disk member comprises a first fluid labyrinth and wherein
said mating fluid surface member on said housing member
comprises a second fluid labyrinth.

7. A clutch disk system for a viscous fluid fan drive mecha-
nism comprising:

a clutch disk member for rotation in said fan drive, the
clutch disk includes a first opening in the outer diameter
surface in communication with a passageway of said
clutch disk member;

10

15

20

25

30

35

40

45

50

55

60

65

10

a wiper member positioned on said outer diameter surface
of said clutch disk member, said wiper member being
formed on said clutch disc member and comprising a
radially outward raised portion of said clutch disk mem-
ber, said wiper member is positioned adjacent said first
opening, and said wiper member has a recess in an end
adjacent said first opening.

8. The clutch disk system as described in claim 7, wherein
said passageway is a substantially radially oriented passage-
way in said clutch disk member.

9. The viscous clutch mechanism as described in claim 8
wherein said wiper member has a first circumferential end
and a second circumferential end, said first circumferential
end positioned adjacent said first opening on said outer diam-
eter surface.

10. The viscous clutch mechanism described in claim 9
wherein said second circumferential end has a slanted sur-
face.

11. The viscous clutch mechanism as described in claim 8
further comprising a second opening on said substantially
radially oriented passageway, said second opening being
radially inward from said outer diameter surface.

12. The viscous clutch mechanism as described in claim 11
wherein said second opening is located in said fluid reservoir.

13. The viscous clutch mechanism as described in claim 12
further comprising a valve member located in said fluid res-
ervoir and covering said second opening.

14. A viscous clutch drive mechanism comprising:

a housing member;

a central shaft member positioned at least partially in said

housing;

said shaft member connected to a pulley member and rotat-
able at input speed;

a clutch disk member positioned in the housing member
and fixedly attached to said shaft member;

said housing member positioned on said shaft member by
a bearing member;

a fluid chamber cover member connected to said clutch
disk member forming a fluid reservoir and rotatable with
said clutch disk member;

a working chamber comprising at least one fluid labyrinth
positioned on said clutch disk member and at least one
mating fluid labyrinth positioned on said housing mem-
ber;

a scavenge passageway located in said clutch disk member
for passing viscous fluid from said working chamber to
said fluid reservoir through said clutch disk member,
said scavenge passageway having a first opening on the
circumferential outer diameter surface of said clutch
disk member;

a second opening of said scavenge passageway positioned
radially inward of said at least one fluid surface member
on said clutch disk member;

said second opening being located in said fluid reservoir;

avalve member located in said fluid reservoir and covering
said second opening; and

a wiper member located on said outer diameter surface of
said clutch disk member adjacent said first opening.

15. The viscous clutch drive mechanism as described in
claim 14 wherein said wiper member comprises radially out-
wardly raised portion of said clutch disk member.

16. The viscous clutch drive mechanism as described in
claim 13 wherein said wiper member has a first circumferen-
tial end and a second circumferential end, said first circum-
ferential end positioned adjacent said first opening.
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17. The viscous clutch drive mechanism described in claim
16 wherein said second circumferential end has a slanted
surface.

18. The viscous clutch drive mechanism described in claim
14 wherein said wiper member is integrally formed on said
clutch disk member.

19. A clutch disk system for a viscous fluid fan drive
mechanism comprising:

a clutch disk member for rotation in said fan drive mecha-

nism;

awiper member positioned on the outer diameter surface of
said clutch disk member;

a substantially radially oriented passageway in said clutch
disk member and having a first opening on said outer
diameter surface adjacent said wiper member;

a second opening on said passageway radially inward from
said outer diameter surface and opening into a fluid
reservoir; and

avalve member located in the fluid reservoir and covering
said second opening.

#* #* #* #* #*
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